
 

Assembly instructions for a bonnet telescope 
mounting kit Citroen c5 III 

version with hydroactive suspension 

 

Thanks for buying! 

 

Tools needed for assembly: 
- 16 / 17mm key with extension 

- Flat screwdrivers 

- Nut riveter 

- Drill with 5mm drill 

- Marker 

- a "rod/stick" for supporting the mask during assembly 

 

Attention! I am not responsible for any damage during assembly. 

Follow instructions and be careful e.g. when drilling 

If you have any questions, please contact me  

Facebook    Michał Green 

Whatsapp  +48 530 100 826 

E-mail                greenowy@gmail.com 

 

A sample set of tools needed for assembly

 



 

Disassemble the battery cover, it holds on two latches

 

 

Then disassemble the computer cover by turning 4 clips

 

 

 

 



 

Unscrew the screw marked in the picture with a 16mm wrench

 

 

We attach the mounting kit using the longer screw included in the kit

 

 

Position the mounting kit, push it to the right. Tighten the screw with a 15mm wrench 

 

 



 

It should look like this, after tightening the screw 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

We support the mask with e.g. a rod, stick 

 

 

Disassemble mask supporting “rod/wire”, press two latches at once (down) and slide all plastic up (green 

arrow) This is probably the most difficult stage 

 

 



 

This is the original mount looks like. Holds on marked latches 

 

 

 

Drill holes for fixing (examples of places marked on the picture) 

Warning! Please use a 5.0mm drill 

When drilling, be careful not to "punch" into the other side of the mask  

Mounting kit should be set are at a distance - from the factory holes 

Cover the computers with a cloth, or put a cover on so that the filing do not fall on the electronics 

 

 

 

 

 

 

 



 

It's best to use help for e.g. a marker or center punch 

After drilling the place, the mounting kit be riveted to the mask

 

 

After being riveted, the mounting kit should hold strongly 

 

 

 

 

Then we put on a telescope 

We mount the "thicker" side at the bottom  

And we take out our “stick/rot” that was holding up the mask 

 



 

 

 

 

 

 

Warning! 

First time after putting on, we check slowly whether the mask closes, the handles do not hinder, do not 

rub, etc. 

Remember to clean your tools. 

 

If the mask closes and opens well, put the covers on the computers and the battery. 

And we are happy with the modification 😊 

 

 

 



 


